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DETAILED ACTION 

Continued Examination Under 37 CFR 1.114 

1 . A request for continued examination under 37 CFR 1.114, including the fee set forth in 
37 CFR 1.17(e), was filed in this application after final rejection. Since this application is 
eligible for continued examination under 37 CFR 1.1 14, and the fee set forth in 37 CFR 1.17(e) 
has been timely paid, the finality of the previous Office action has been withdrawn pursuant to 
37 CFR 1.1 14. Applicant's submission filed on 12/28/09 has been entered. 

Claim Status 

2. Claims 1-3, 5-7, 9-10, 12-15, 18-22 are now in the case. Claims 4, 8, 1 1 and 16-17 have 
been cancelled. 

Claim Rejections - 35 USC §103 

3. The text of those sections of Title 35, U.S. Code not included in this action can be found 
in a prior Office action. 

4. Claims 7, 9-10, 12 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Unverzagt (U. S. Pat. 6,471,091). 

Unverzagt shows a golf glove drying apparatus 24 for use with a frame support having a 
longitudinal axis extending therethrough comprising a first end (not numbered, see Fig. 1, near 
arrow 38), an opposing second end (not numbered, near arrow 10), and a body 24 extending 
from said first end to said second end, a first edge (at 28) extending from said first end to said 
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second end, and a second edge (at 24) that is substantially perpendicular to said first axis, said 
body comprises an inner surface 32 and an opposing outer surface 34, said body 24 is configured 
to couple to the frame support such that said first edge is substantially parallel to the frame 
longitudinal axis and said second edge substantially circumscribes the support, a central axis of 
said apparatus extends from said first end to said second end and such that said body is aligned 
substantially concentrically with and surrounds the support, said central axis is substantially 
coaxial with the frame longitudinal axis when said body substantially conforms to an external 
surface of the support and when said apparatus 24 is coupled to said support, said body inner 
surface 32 comprises at least one first hook and loop fastening mechanism 36 for coupling said 
body 24 to the support, said at least one first fastening mechanism 36 extending parallel to said 
first axis (as shown in Fig. 1, fastening mechanism 36 extends from left at 26 to right at 28 which 
is parallel to the first axis), said body outer surface comprises at least one second hook and loop 
fastening mechanism 38 for removably coupling a golf glove directly against said body 24 such 
that the glove remains coupled in a mating arrangement against said outer surface when said 
apparatus is coupled to the support, said at least one second fastening mechanism 38 extending 
between said first end and said second end. The second fastening mechanism 38 also extends 
parallel to said first axis (see Fig. 1, fastening mechanism 38 extends from left to right which is 
parallel to the first axis). As for the limitations, "A golf glove drying apparatus for use with a 
frame support having a longitudinal axis extending therethrough" in lines 1-2 of claim 7, "said 
body is configured to couple to the frame support such that .... when said apparatus is coupled to 
said support" in lines 4-9 of claim 7, "... for coupling said body to the support" in line 10 of claim 
7, "...for removably coupling a golf glove. . . when said apparatus is coupled to the support" in 
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lines 11-13 of claim 7, they are viewed as functional or intended use limitations. As MPEP 2114 
states, "[a] claim containing a "recitation with respect to the manner in which a claimed 
apparatus is intended to be employed does not differentiate the claimed apparatus from a prior art 
apparatus" if the prior art apparatus teaches all the structural limitations of the claim". In this 
case, the limitations above do not add any structural limitations to the claim and Unverzagt 
discloses all the structural limitations. Additionally while not disclosed, the apparatus 24 of 
Unverzagt is capable of being used for use with a frame support having a longitudinal axis 
extending therethrough for drying golf glove and to perform above claimed functions. It must be 
noted that the newly added limitations merely define a size of the rectangular shape of the body. 
In other words, the claimed first edge is the height of the rectangle and the second edge is the 
width of the rectangle. Unverzagt discloses the claimed invention except for the first edge 
(height) longer than the second edge (width). It would have been an obvious matter of design 
choice to design the first edge 28 of the apparatus 38 of Unverzagt longer than the second edge 
in order to accommodate more space area, since such a modification would have involved a mere 
change in the size of a component. A change in size is generally recognized as being within the 
level of ordinary skill in the art. In re Rose, 105 USPQ 237 (CCPA 1955). 
5. Claims 20-21 are rejected under 35 U.S.C. 103(a) as being unpatentable over Unverzagt 
(U. S. Pat. 6,471,091) in view of Kilbey (U. S. Pat. 3,587,570). 

The drying apparatus of Unverzagt as above includes all that is recited in claims 20-21 
except for at least one third fastening mechanism. Kilbey shows an apparatus that is capable of 
being used with a frame support having a longitudinal axis extending therethrough for drying 
golf glove comprising a body 10, a first fastening mechanism 22, 24, 32 that is capable of being 
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used for coupling the body to a golf cart frame support, at least one second fastening mechanism 
48 that is capable of being used for removably coupling the glove directly against said body, and 
at least one third fastening mechanism 50 that is capable of being used for coupling other golf 
equipment. The at least one third fastening mechanism 50 comprises a closed loop 58, 60. 
Therefore, it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to further modify the apparatus of Unverzagt to include at least one third 
fastening mechanism as taught by Kilbey in order to dry more golf items and improve the 
efficiency. The claims would have been obvious because the substitution of one known element 
for another would have yielded predictable results to one ordinary skilled in the art at the time of 
invention. (See KSR International Co. v. Teleflex. Inc . 82 USPQ 2d 1385 (2007). 
6. Claims 7, 9-10, 12 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Jacobson (U. S. Pat. 6,499,227) in view of Unverzagt (U. S. Pat. 6,471,091). 

Jacobson shows a golf cart 15 comprising a golf cart frame support 20 having at least 
one external surface and defining a longitudinal axis and an apparatus 10 for coupling a glove 80 
to said support 20 which are arranged same as claimed. The apparatus 10 comprises a first end 
(top end at 34), an opposing second end (bottom, below 34) and a body 35 extends between the 
first end and the second end. The body 35 comprises an inner surface and an opposite outer 
surface (see Figs. 3C-3E). The body 35 is coupled to the support 20 such that a central axis of the 
body extends from the first end to the second and such that the body is substantially 
concentrically aligned with and surrounds the support 20. The central axis is substantially coaxial 
with the longitudinal axis when the body substantially conforms to the at least one external 
surface of the support 20. When the apparatus 10 is coupled to the support 20, the body 
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comprises at least one first fastening mechanism 70 for coupling the body 10 to the support 20. 
The body outer surface comprises at least one second fastening mechanism 40 for removably 
coupling the glove 80. However, Jacobson does not show the second fastening mechanism 
extending between the first end and the second end. Unverzagt shows a golf glove drying 
apparatus 24 that is capable of being used with a frame support having a longitudinal axis 
extending therethrough comprising a first end (not numbered, see Fig. 1, near arrow 38), an 
opposing second end (not numbered, near arrow 10), and a body 24 extending from said first end 
to said second end, a first edge (at 28), and a second edge (at 24) along a second axis that is 
substantially perpendicular to said first axis, said body comprises an inner surface 32 and an 
opposing outer surface 34, said body 24 is configured to couple to the frame support such that 
said first edge is substantially parallel to the frame longitudinal axis and said second edge 
substantially circumscribes the support, a central axis of said apparatus extends from said first 
end to said second end and such that said body is aligned substantially concentrically with and 
surrounds the support, said central axis is substantially coaxial with the frame longitudinal axis 
when said body substantially conforms to an external surface of the support and when said 
apparatus 24 is coupled to said support, said body inner surface 32 comprises at least one first 
hook and loop fastening mechanism 36 for coupling said body 24 to the support, said at least one 
first fastening mechanism 36 extending parallel to said first axis (as shown in Fig. 1, fastening 
mechanism 36 extends from left at 26 to right at 28 which is parallel to the first axis), said body 
outer surface comprises at least one second hook and loop fastening mechanism 38 for 
removably coupling a golf glove directly against said body 24 such that the glove remains 
coupled in a mating arrangement against said outer surface when said apparatus is coupled to the 
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support, said at least one second fastening mechanism 38 extending between said first end and 
said second end. The second fastening mechanism 38 also extends parallel to said first axis (see 
Fig. 1, fastening mechanism 38 extends from left to right which is parallel to the first axis). 
Therefore, it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to substitute the apparatus 10 of Unverzagt for the glove coupling apparatus 
10 of Jacobson in order to facilitate coupling/removing drying apparatus to/from the golf cart. 
The claims would have been obvious because the substitution of one known element for another 
would have yielded predictable results to one ordinary skilled in the art at the time of invention. 
(See KSR International Co. v. Teleflex. Inc . 82 USPQ 2d 1385 (2007). It must be noted that the 
newly added limitations merely define a size of the rectangular shape of the body. In other 
words, the claimed first edge is the height of the rectangle and the second edge is the width of the 
rectangle. Unverzagt discloses the claimed invention except for the first edge (height) longer 
than the second edge (width). It would have been an obvious matter of design choice to design 
the first edge 28 of the apparatus 38 of Unverzagt longer than the second edge in order to 
accommodate more space area, since such a modification would have involved a mere change in 
the size of a component. A change in size is generally recognized as being within the level of 
ordinary skill in the art. In re Rose, 105 USPQ 237 (CCPA 1955). 

7. Claims 20-21 are rejected under 35 U.S.C. 103(a) as being unpatentable over Jacobson 
(U. S. Pat. 6,499,227) in view of Unverzagt (U. S. Pat. 6,471,091) as applied to claim 7 as above, 
and further in view of Kilbey (U. S. Pat. 3,587,570). 

The drying apparatus of Jacobson as modified by Unverzagt as above includes all that is 
recited in claims 20-21 except for at least one third fastening mechanism. Kilbey shows an 
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apparatus that is capable of being used with a frame support having a longitudinal axis extending 
therethrough for drying golf glove comprising a body 10, a first fastening mechanism 22, 24, 32 
that is capable of being used for coupling the body to a golf cart frame support, at least one 
second fastening mechanism 48 that is capable of being used for removably coupling the glove 
directly against said body, and at least one third fastening mechanism 50 that is capable of being 
used for coupling other golf equipment. The at least one third fastening mechanism 50 comprises 
a closed loop 58, 60. Therefore, it would have been obvious to one having ordinary skill in the 
art at the time the invention was made to further modify the apparatus of Jacobson to include at 
least one third fastening mechanism as taught by Kilbcy in order to dry more golf items and 
improve the efficiency. The claims would have been obvious because the substitution of one 
known element for another would have yielded predictable results to one ordinary skilled in the 
art at the time of invention. (See KSR International Co. v. Teleflex. Inc . 82 USPQ 2d 1385 
(2007). 

8. Claims 1-3, 5-6, 13-15, 18-19 and 22 are rejected under 35 U.S.C. 103(a) as obvious over 
Jacobson (U. S. Pat. 6,499,227) in view of Unverzagt (U. S. Pat. 6,471,091) and Kilbey (U. S. 
Pat. 3,587,570). 

Jacobson shows a golf cart 15 comprising a golf cart frame support 20 having at least one 
external surface and defining a longitudinal axis and an apparatus 10 for coupling a glove 80 to 
said support 20 which are arranged same as claimed. The apparatus 10 comprises a first end (top 
end at 34), an opposing end (bottom, below 34) and a body 35 extends between the first end and 
the second end. The body 35 comprises an inner surface and an opposite outer surface (see Figs. 
3C-3E). The body 35 is coupled to the support 20 such that a central axis of the body extends 
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from the first end to the second and such that the body is substantially concentrically aligned 
with and surrounds the support 20. The central axis is substantially coaxial with the longitudinal 
axis when the body substantially conforms to the at least one external surface of the support 20. 
When the apparatus 10 is coupled to the support 20, the body comprises at least one first 
fastening mechanism 70 for coupling the body 10 to the support 20. The body outer surface 
comprises at least one second fastening mechanism 40 for removably coupling the glove 80. 
However, Jacobson does not show the second fastening mechanism extending between the first 
end and the second end and at least one third fastening mechanism with a closed loop for 
removably coupling other golf equipment. Unvcrzagt shows a golf glove drying apparatus 24 
that is capable of being used with a frame support having a longitudinal axis extending 
therethrough comprising a first end (not numbered, see Fig. 1, near arrow 38), an opposing 
second end (not numbered, near arrow 10), and a body 24 extending from said first end to said 
second end, a first edge (at 28) extending from said first end to said second end, and a second 
edge (at 24) along a second axis that is substantially perpendicular to said first axis, said first 
edge is longer than said second edge, said body comprises an inner surface 32 and an opposing 
outer surface 34, said body 24 is configured to couple to the frame support such that said first 
edge is substantially parallel to the frame longitudinal axis and said second edge substantially 
circumscribes the support, central axis of said apparatus extends from said first end to said 
second end and such that said body is aligned substantially concentrically with and surrounds the 
support, said central axis is substantially coaxial with the frame longitudinal axis when said body 
substantially conforms to an external surface of the support and when said apparatus 24 is 
coupled to said support, said body inner surface 32 comprises at least one first hook and loop 
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fastening mechanism 36 for coupling said body 24 to the support, said at least one first fastening 
mechanism 36 extending parallel to said first axis (as shown in Fig. 1, fastening mechanism 36 
extends from left at 26 to right at 28 which is parallel to the first axis), said body outer surface 
comprises at least one second hook and loop fastening mechanism 38 for removably coupling a 
golf glove directly against said body 24 such that the glove remains coupled in a mating 
arrangement against said outer surface when said apparatus is coupled to the support, said at least 
one second fastening mechanism 38 extending between said first end and said second end. The 
second fastening mechanism 38 also extends parallel to said first axis (see Fig. 1, fastening 
mechanism 38 extends from left to right which is parallel to the first axis). Kilbey shows an 
apparatus that is capable of being used with a frame support having a longitudinal axis extending 
therethrough for drying golf glove comprising a body 10, a first fastening mechanism 22, 24, 32 
that is capable of being used for coupling the body to a golf cart frame support, at least one 
second fastening mechanism 48 that is capable of being used for removably coupling the glove 
directly against said body, and at least one third fastening mechanism 50 that is capable of being 
used for coupling other golf equipment. The at least one third fastening mechanism 50 comprises 
a closed loop 58, 60. Therefore, it would have been obvious to one having ordinary skill in the 
art at the time the invention was made to substitute the apparatus 10 of Unverzagt for the glove 
coupling apparatus 10 of Jacobson in order to facilitate coupling/removing drying apparatus 
to/from the golf cart and to further modify the glove coupling apparatus to include at least one 
third fastening mechanism as taught by Kilbey in order to drying more golf items and improve 
the efficiency. The claims would have been obvious because the substitution of one known 
element for another would have yielded predictable results to one ordinary skilled in the art at the 
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time of invention. (See KSR International Co. v. Teleflex. Inc . 82 USPQ 2d 1385 (2007). It 
must be noted that the newly added limitations merely define a size of the rectangular shape of 
the body. In other words, the claimed first edge is the height of the rectangle and the second 
edge is the width of the rectangle. The drying apparatus of Jacobson as modified by Unverzagt 
and Kilbey discloses the claimed invention except for the first edge (height) longer than the 
second edge (width). It would have been an obvious matter of design choice to design the first 
edge 28 of the apparatus 38 of Unverzagt longer than the second edge in order to accommodate 
more space area, since such a modification would have involved a mere change in the size of a 
component. A change in size is generally recognized as being within the level of ordinary skill in 
the art. In re Rose, 105 USPQ 237 (CCPA 1955).. 

Response to Arguments 

9. Applicant's arguments with respect to claims have been considered but are moot in view 
of the new ground(s) of rejection. 

Conclusion 

10. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Jiping Lu whose telephone number is 571 272 4878. The 
examiner can normally be reached on Monday-Friday, 9:00 AM - 5:30 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, KENNETH RINEHART can be reached on 571-272-488 1 . The fax phone number 
for the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Jiping Lu/ 
Primary Examiner 
Art Unit 3743 

J.L. 



